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(54) Abstract Title 

Cyclone dust collecting apparatus and upright-type vacuum cleaner 

(57) A cyclone dust collecting apparatus comprising: a cyclone body (310) that has an inflow passage (Fig 2, 
31 1) and a outflow passage (Fig 2, 313), and is removably connected with a cleaner body 100; a grill body (Fig 
4, 340) that has a connection passage (Fig 4, 341) for being connected with the outflow passage; a shielding 
member (Fig 4, 350) removably connected with the grill body in order to shield a lower opening of the grill 
body; a dust collector (400) removably connected with a lower part of the cyclone body in order to collect dust 
separated in the cyclone body; and blocking means (Fig 4, 380) for preventing the dust collector from being 
connected with the cyclone body when the shielding member is not assembled at the grill body, and an 
upright-type vacuum cleaner applying the same. 
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A cyclone dust collecting apparatus comprising: a 
cyclone body (310) that has an inflow passage 
(Fig 2, 31 1) and a outflow passage (Fig 2, 313), 
and is removably connected with a cleaner body 
100; a grill body (Fig 4, 340) that has a 
connection passage (Fig 4, 341) for being 
connected with the outflow passage; a shielding 
member (Fig 4, 350) removably connected with 
the grill body in order to shield a lower opening of 
the grill body; a dust collector (400) removably 
connected with a lower part of the cyclone body 
in order to collect dust separated in the cyclone 
body; and blocking means (Fig 4, 380) for 
preventing the dust collector from being 
connected with the cyclone body when the 
shielding member is not assembled at the grill 
body, and an upright-type vacuum cleaner 
applying the same. 
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